
Features
● Compact size, easy to use

● Six individual channel faders and one Grand  
 Master

● Standard 5-pin DMX512 output connector

● Operates with supplied AC to 9-volt DC adapter or  
 9-volt battery

● Supplied power supply is CE marked and UL listed

● Available in 120 VAC and 230/240VAC markets

● On-board On/Off switch to save battery life when  
 not in use

Strand Control Systems

Six Channel Portable DMX512 Control Desk
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Sixer

The Strand Lighting Sixer portable DMX512 controller 
is a small, simple to use, single-preset lighting desk. 
The Sixer portable DMX512 control desk offers control 
of six DMX512 l ighting channels through its six 
channel faders and Grand Master.

Sixer Portable DMX512 Control Desk



Ordering Information

Cat No. Description

Sixer Control Desks

75801 Sixer Six Channel Portable DMX512 Control Desk  
 for 230/240 VAC Operation
75802  Sixer Six Channel Portable DMX512 Control Desk  
 for 120 VAC Operation

Note: All Sixer Control Desks include AC to DC power supply  
and operations manual.
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Technical Specifications

Supply Voltage:   9VDC (either AC to DC supply -  
 provided with unit or 9V battery - not  
 provided)
Standards Compliance: Sixer desk is CE marked  
 Power supply is CE marked and  
 cUL listed

Environmental Data

Temperature:  0 to 35˚C
Humidity Range:  0 to 95% Non-condensing

Mechanical Data

Weight: 1.0 kg
Construction: Rigid folded sheet steel
Finish:   Powder-coat epoxy pain, Black
Dimensions:   148 (H) x 166 (W) x 42 (D) mm
DMX512 Connections: 5-Pin, DMX512 Out
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Sixer Six Channel Portable DMX512 Control Desk

1 Channel Fader / Slider (6 each)
2 Grand Master Fader / Slider
3 9V Battery Compartment (battery not supplied)
4 LED Power Indicator
5 DMX512 Output Connector
6 ON / OFF Power Switch
7 9VDC Input Connector (AC to DC power supply provided)
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